FPV Series - 1300mAh

Data Sheet for 823466XT

SPECIFICATIONS CHARGE CHARACTERISTICS

Model 823466XT it Tompertue S A CurofTecicn 2500
Nominal Capacity 1300mAh
42 2000
Nominal Voltage 3.7V < 4/ n
- < 38 / m——1.0C- Rate Charge 11500 E
WEIght Max 33.89 > \ —— 2.0C-Rate Charge £
AC-Impedance (mQ) at 1TkHz Max 2.6 2 34 \ 1000 §
Thickness 8.1+0.3mm 30 \ AN 500
R \ \
Dimensions Width 33.0+1.0mm 26 \ L 0
0 20 40 60 80 100
Length 64.5+ 1.0mm Charge Time (min)
Current 1300mA (1.00) DISCHARGE RATE CHARACTERISTICS
Nominal Voltage 4.2V 4.2 T T T
Charge Ch;;]rge: 0.5C, 4.2V, 2.5h, 0.05CmA Cut-off ff I
Disharge: ) N ) 5 2.75V Cut-of
Condition Cut-off Current 65.0mA (C/20) 30 7 Tempe?at:roe%ggcz"ﬁoc 1oz B
Ending Time 1.5h \Q\\§\§\
— 36
Nominal Current 1300mA (1C) g \\\\ —
Discharge Cut-off Current 3.0V g 33
S~ NN
Maximum Charge Current 2.6A (2Q) . = 40C = 60C \Q\\Q\
. == 80C == 100C
Maximum Continuous 130.0A (100C) \\\\\\
Discharge i
Current Bursts 195.0A (150CQ) 2.7 0 20 20 0 20 700
Charge 10~45°C Discharge Capacity (%)
T%n;'eg;‘taig:‘re Discharge -20~60°C DISCHARGE TEMPERATURE CHARACTERISTICS
Storage -20~45°C Charge: 0.5CmA, 4.2V, 2.5h, 0.05CmA Cut-off (CC/CV)
Discharge: 0.5CmA, 2.75V Cut-off

Temperature: 23+2°C
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CYCLE LIFE CHARACTERISTICS
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+ Charge: 1CmA, 4.2V, 1.5h, 0.05CmA Cut-off (CC/CV)
0 120 Discharge: 0.5mA, 3.0V Cut-off
ﬂ: Temperature: 23+2°C
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